
4K@60Hz 110” LCD
Impressive form. Intelligent function.
Stunning 110” Ultra HD LCD Display with onboard Android OS
and 800 nits brightness

PRV1104KLP800

FEATURES

Built-in Android 14 Player

178°/178° Wide Viewing Angles

IP & RS232 Control

Commercial-Grade Panel

Landscape & Portrait Support

Up to 3840x2160 at 60Hz Ultra HD

800 Nits Brightness

Narrow 8mm Bezel
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APPLICATIONS

Retail & Showrooms

Corporate Spaces
& Boardrooms

Digital Signage Networks

Hospitality & Gaming
Venues

Higher Education
& Training Rooms

Healthcare & Industrial
Environments

Lobbies & High-Brightness
Installations

ABOUT

Meet the new 110” Ultra HD LCD Commercial 
Display from Primeview - a grand-scale solution 
built to stand out in any setting. Designed for 
both meeting rooms and digital signage 
applications, its flexibility allows for landscape 
or portrait orientation without compromise.

With 4K resolution at 60 Hz and a sleek, 
narrow-bezel design, the PRV1104KLP800 
delivers visuals that feel even bigger than its 
already impressive size. A high-brightness 
800-nit backlit LED panel ensures superior 
picture fidelity in spaces with lighting 
challenges, from lobbies to restaurants.

Engineered for performance and simplicity, this 
display comes fully loaded for media play with 
onboard Android 14 and a four-speaker audio 
system. No external player required. For 
advanced control, pair it with Primeview’s 
Studio APP CMS (one of the few platforms 
certified for banking environments) or optional 
Digital Art features to unlock a fully functional, 
cloud-based content management system. 
Intuitive, secure, and reliable - this is 
large-format done right.

That’s The Power of Prime.

CAPABILITIES

•   Bigger. Brighter. Better: 4K resolution
    and bold 800-nit brightness guarantee
    crisp images and vibrant colors - even  
    in demanding light conditions.

•   Adapt to Any Angle: Deploy in portrait
    for striking digital signage or
    landscape for immersive meeting 
    rooms.

•   All-in-One Utility: Equipped with 
    Android 14 and internal speakers, this 
    display doubles as a super-sized smart 
    device - run apps, connect devices,  
    and manage content with ease.

•   Effortless Control: Compatible with 
    existing AV setups, offering IP and 
    RS232 integration and optional   
    Primeview Studio APP for cloud-based 
    content management.

•   Designed to Dazzle: With its ultra-slim 
    bezel and robust backlit LED system, 
    the user’s media and content become 
    the star - bold, bright, and balanced.

110”
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Display Parameter

Screen Size

Aspect Ratio

Resolution

Refresh Rate

Response Time

Backlight Type

Haze

Brightness

Light Sensor

Contrast Ratio

Colors Bit

Viewing Angle

Mounting

110''

16:9

3840 x 2160

60Hz

8ms

D-LED

1%
(Optional for 25% with 4mm Glass)

800nits

Yes (Magnetic)

3000:1

1.07B colors

178°(H)/178°(V)

Landscape & Portrait

Size

Bezel Size(U/D/L/R)

Net weight

Gross weight

Housing Material

Housing Color

VESA

VESA Screw

2500.40 x 1434.48 x 88 mm
98.44 x 56.46 x 3.46 Inch

8mm / 8mm / 8mm / 8mm
0.31" / 0.31" / 0.31" / 0.31"

91kg  |  201lbs.
(108Kg | 238lbs. with 4mm Glass)

106Kg  |  234lbs
(123Kg | 271lbs. with 4mm Glass)

Metal+Aluminum+Tempered glass

Black/Black

1000 x 400 x 400mm

6-M6  x12 Screw Hole

Structure 

Surface Protection
(Optional)

Anti-glare tempered glass,
Haze 25%4.0mm Toughened Glass,
H7 Strength

Surface Protection 

Power Cord

Wall Mount

Remote Control

x1

 x2 (Portrait + Landscape)

x1

Accessories 

Configuration

Connectivity

RJ45 IN x1

RJ45 OUT x1

Type C x1

DP IN x1
(DP 1.4, HDCP 2.2/2.3 and HDCP 1.4)

HDMI IN x2 (HDMI 2.0,HDCP 2.2)

RS232 (DB9 female) x1

HDMI OUT x1

USB-A 3.0 x2

USB-A 2.0 x1

VGA IN x1

PC Audio IN x1

Earphone x1

Mic IN x1

Coax x1

Power switch x1

AC power cable socket x1

OPS socket x1

Light Sensor IN x1

Android 14.0 version

CPU: 8 core A55

GPU: Quad-core MaliG52 600MHz

Default RAM/ROM: 4GB/32GB

(Optional RAM/ROM: 8GB/64GB
or 8GB/128GB)

WiFi & BT: Optional by external adapter

Android system 

Power Requirements

Power Consumption

Standby Consumption

Max Audio output power

Operating Temperature

Storage Temperature

Operating Humidity

Storage Temperature

Operating Altitude

Operation Hours/Day

Usage

MTBF

AC100~240V,50/60Hz

625W

< 0.5W

2x10W/8Ω

0°c ~ 50°c  |  32°f ~ 122°f

-20°c ~ 60°c  |  -4°f ~ 140°f

10% - 90% RH
Non-Condensing

10% - 85% RH
Non-Condensing

Max 5000m

24/7

For Indoor Use

60000 Hours

Environment 
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Mechanical Drawing
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